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NON-RESIDENTIAL SITE PLAN

Submittal Requirements Checklist


· Geometric Plan (5 copies)

· Landscape Plan (3 copies)

· Signage Details/Plan (2 copies)

· Utility and Stormwater Plan/Details (1 copy)

· Traffic Study (1 copy)

· Photometric Plan (1 copy)

Outside Agency Permits (as applicable)
· An IDOT highway permit (if applicable)

· Yorkville-Bristol Sanitary District approval 

Please forward the plan to Walter E. Deuchler Associates to review on behalf of the Yorkville-Bristol Sanitary District. Include sewage generation calculations.
· Illinois EPA water and sewer permits (if applicable)
· Bristol-Kendall Fire Protection District approval 
· Kendall County permit/approval (if applicable)
Geometric Plan 
· Project name;

· Original and revised dates; 
· North arrow;

· Scale;

· Name and address of owner of record;

· Name and address of site plan designer;

· The present zoning of the subject property and all adjacent properties;

· Dimensions of property;

· Size of property in square feet and acres;

· Square footage & percent of site coverage with buildings;

· Square footage & percent of site coverage with pavement;

· Square footage & percent of site coverage with landscaping;

· All existing and proposed public and private right-of-ways and streets;

· Location and purpose of any existing easements;

· Existing and proposed finished topography of the subject property shown by contours with intervals not to exceed 1 foot;

· Location and height of existing and proposed structures on the property with each existing and proposed use noted;

· Building setbacks dimensioned

· Architectural information including the location of main doors and overhead doors and the height of all structures noted. 

· Location and arrangement of all common open space areas and recreational facilities (if applicable);

· Location of all off-street parking, loading and/or unloading and driveway areas;

· Number of parking spaces required by zoning ordinance;

· Number of parking spaces provided;

· Width, and depth of parking stalls, including disabled stalls;

· Driveway width;

· Traffic flow areas for one way traffic;

· Angle of parking used;

· The existing and proposed vehicular and pedestrian circulation systems, indicating their inter-relationship and proposed treatments of points of conflict. Circulation system details that include the following:  

· Pedestrian walkways, including alignment, grades, type of surfacing, and width;

· Streets and driveways including alignment, grades, type of surfacing, width of pavement, and right-of-way and whether public or private;

· Location of all above ground and underground storage tanks;

· Location of dumpsters and enclosure structure;

· Location of outdoor storage areas.

Landscape Plan

· Plan should be superimposed upon the Plat of Survey and include any easements;

· Landscape elements as required by the Landscape Ordinance;
· Locations of all material by type;
· Plant schedule including:

· Number of plantings by type;

· Size of plantings at installation;

· On-center spacing for hedges (should be 3 feet apart);

· Caliper size of all trees at installation;

· All buffer yard dimensioned.

Signage Plan

· Plan should be superimposed upon the Plat of Survey and include any easements;

· Location, orientation, lighting, materials, size, and height of signs;

· Dimensions from sign(s) to all property lines.

Utility and Storm Water Plan
· Location of all existing and proposed utility lines and easements (each line should be labeled existing or proposed);

· Water distribution systems, including line size, width of easements, type of pipe, location of hydrants and valves, and other appurtenances;

· Sanitary sewer system, including pipe sizes, width of easements, gradients, types of pipes, invert elevations, location and type of manholes, the location, type, size of all lift or pumping stations, capacity, and process of any necessary treatment facilities, and other appurtenances;

· Storm sewer and natural drainage system, including pipe and culvert sizes, gradients, location of open drainage courses, width of easements, location and size of inlets and catch basins, location and size of detention or retention and/or sedimentation basins;

· Other utilities (e.g., electric, telephone, etc.) including the type of service and the width of easements, if information is available;

Traffic Study
· Each applicant shall be required to submit traffic information estimating at minimum peak hour traffic entering and exiting the site under review.  When appropriate, a Traffic Impact Assessment may be required to be submitted for review by the City Engineer;
Photometric Plan
· Proposed public and private lighting system including a photometric plan with veiling luminance statistics. The ratio of maximum veiling luminance to average pavement luminance should not be more than 0.3:1. The lighting intensity at the property line shall be zero foot candles. The average foot candles shall be 2-2.5. The maximum to minimum intensity ratio shall be less than or equal to 20; the average to minimum intensity ratio shall be less than or equal to 6.
NOTES: 

A stamp or seal of an Illinois registered professional engineer, architect, landscape architect or land surveyor is required for all plans submitted for review (the scope of work performed by such professionals in conjunction with a site plan submission is limited to that permitted by their respective licensing authorities).
Corrections or comments on the Site Plan submittal do not relieve the petitioner from compliance with all applicable City Ordinances or Statutes.  Compliance with all said ordinances and statutes is required prior to issuance of any occupancy permit or acceptance of any improvements unless specifically agreed to in writing by the United City of Yorkville.

